
Air Velocity Transmitter & Probe 
SENSE is offering very high sensitive air velocity transmitters and probes: 

• SAV Series Transmitters have 2 basic ranges with 4 field selectable sub-ranges from  
1m/s to 20m/s and all options are possible as Modbus, Display, 2x Relays and Buzzer. 

• SAV.P Series Probes offer a fixed analog output with standard Modbus port. 

• Both SAV and SAV.P can be calibrated at field for maximum accuracy.
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CO2 - Carbon Dioxide Transmitter < SCD Series > < mcu integrated ndir type sensing element, automatic baseline calculation >

model mounting output 1 output 2 options

SCD D	 duct 
R	 room 
W	 wall

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

M	 modbus 
D	 display 
DD	 display + bl 
R	 relay 
RR	 2x relay 
B	 buzzer

PM2.5 - Particulate Matter Transmitter < SPM Series > < pm 1.0-2.5-4.0-10, for indoor air quality  >

model mounting output 1 - pm output 2 - temp. options

SPM R	 room 0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

M	 modbus 
D	 display 
DD	 display + bl 
R	 relay 
RR	 2x relay 
B	 buzzer

selectable pm values 
pm 1.0 - 2.5 - 4.0 - 10 

RH + T  
can be added as optional
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Water Leakage Detector < SWL Series > < 3 inputs & 1 external input, buzzer, relay, modbus options >

model cable input external input options

SWL 1	 input 
2	 input 
3	 input 

0	 no ex. input 
1	 in. (dry-contact)

P	 probes 
R	 relay 
B	 buzzer 
M	 modbus

RH + T  
can be added as optional

VOC Index - Air Quality Transmitter < SVI Series > < voc index, mems type mox sensing element, automatic baseline calculation >

model mounting output 1 - voc ind. output 2 - voc ind. options

SVI D	 duct 
R	 room 
W	 wall

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

M	 modbus 
D	 display 
DD	 display + bl 
R	 relay 
RR	 2x relay 
B	 buzzer

cable input can be dry-contact or water detection cable 
external input can be dry-contact only of any 3rd party

RH + T  
can be added as optional
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PRODUCT SUMMARY

Temperature Transmitter < TT1 Series > < 4-20mA/2wire or 2-10V/3wire with XTR chip, ip65 enclosure > (1) (4)

model mounting temp. output length (3)

ST D	 duct 
I	 immersion 
R	 room 
C	 clamp-on 
O	 outdoor 
W	 wall

33	 4-20mA/2w 
34	 4-20mA/2w or 
	 2-10V/3w

1	 50 mm 
2	 100 mm 
3	 150 mm 
4	 200 mm 
S	 special

Temperature Transmitter < TT2 Series > < cpu powered with 7 segment display option, ip65 enclosure > (1) (4)

model mounting temp.output length (3) options

ST D	 duct 
I	 immersion 
C	 clamp-on 
O	 outdoor 
W	 wall

32	 4-20 mA 
41	 0-10 V  
42	 2-10 V  
43	 0-5 V  
44	 1-5 V 

1	 50 mm 
2	 100 mm 
3	 150 mm 
4	 200 mm 
S	 special

D	 display 

Modbus Temperature Transmitter < TTM Series > < modbus/rs485 talking temp. Transmitter with LDR sensor option > (1) (3)

model mounting temp. output options length (3)

ST D	 duct 
I	 immersion 
C	 clamp-on 
O	 outdoor 
W	 wall

M	 modbus/rs485 L	 light intensity * 

* raw value of light 
intensity with LDR

1	 50 mm 
2	 100 mm 
3	 150 mm 
4	 200 mm 
S	 special

Set Point & Temperature Transmitter < TTSP Series > < room type set point and temperature transmitter with LCD >

model mounting type output 1 - temp. output 2 - set point options

ST R	 room S	 setpoint & temp. 
T	 only temp. 

0	 no output 
1	 0…10 V  
2	 2…10 V  
3	 0…5 V  
4	 1…5 V 
5	 4…20 mA

0	 no output 
1	 0…10 V  
2	 2…10 V  
3	 0…5 V  
4	 1…5 V 
5	 4…20 mA

M	 modbus 
D	 display 
DD	 display + bl 
R	 relay 
RR	 2x relay 
B	 buzzer

Temperature Probe < STP Series > < passive ptc & ntc sensors with stainless steel probes, ip66 >

model mounting probe type cable lenght sensing element options

ST P	 probe 1	 ∅6 x 50 mm 
2	 ∅4 x 50 mm 
3	 ∅6 x 115 mm 
4	 ∅6 x 215 mm 
5	 clamp type

1	 1 mt 
2	 2 mt 	  
3	 3 mt  
.	 . . . 
X	 X mt

1	 NTC 10k 
2	 NTC 20k 	  
3	 NTC 1.8k  
4	 PT100 
5	 PT1000 
6	 Ni1000

F	 flange * 

* duct mounting 
flange for 115mm 

and 215 mm probes

Sense & Control Technologies

Temperature Sensor < TS0 Series > < passive ptc & ntc sensing elements, ip65 enclosure > (1) 

model mounting sensing element (2) length (3)

ST D	 duct 
I	 immersion 
R	 room 
C	 clamp-on 
O	 outdoor 
W	 wall

11	 NTC 1.8k 
15	 NTC 10k 	  
16	 NTC 20k  
21	 PT100 
22	 PT1000 
23	 Ni1000

1	 50 mm 
2	 100 mm 
3	 150 mm 
4	 200 mm 
S	 special

room type is ip41, clamp-on type is ip54 (1)  
ntc2.2k, ntc3k and ntc5k are also possible (2)  

length is valid only for duct and immersion types (3)  
please inform the ranges for TT1 and TT2 series (4) 

all products are not listed in this sheet (*)  
for your special needs please contact with us (*) 



 

 

PRODUCT SUMMARY

Humidity & Temperature Transmitter < SHT Series > < with a very accurate digital micro chip sensing element >

model mounting acc. %rH output 1 - humidity output 2 - temp. options

SH D	 duct 
R	 room 
W	 wall 
O	 outdoor 

2	 %2 
3	 %3 

0	 no output 
1	 0…10 V  
2	 2…10 V  
3	 0…5 V  
4	 1…5 V 
5	 4…20 mA

0	 no output 
1	 0…10 V  
2	 2…10 V  
3	 0…5 V  
4	 1…5 V 
5	 4…20 mA

M	 modbus 
D	 display 
DD	 display + bl 
R	 relay 
RR	 2x relay 
B	 buzzer

Humidity & Temperature Transmitter < SHX Series > < 4-20mA/2wire or 2-10V/3wire outputs with XTR chips >

model mounting type output 1 - humidity output 2 - temp.

SH R	 room X	 xtr 3	 4-20mA/2w 
4	 4-20mA/2w or 
	 2-10V/3w

3	 4-20mA/2w 
4	 4-20mA/2w or 
	 2-10V/3w 
0	 no output

Humidity & Temperature Probe < SHP Series > < probe type humidity & temperature transmitter for low-cost applications >

model mounting acc. %rH output 1 - humidity output 2 - temp. options

SH P	 probe 2	 %2 
3	 %3 

1	 0…10 V  
2	 2…10 V  
3	 0…5 V  
4	 1…5 V 
5	 4…20 mA

1	 0…10 V  
2	 2…10 V  
3	 0…5 V  
4	 1…5 V 
5	 4…20 mA 
0	 no output

M	 modbus

Dew Point & Temperature Transmitter < SDT Series > < dew point with a very accurate digital micro chip sensing element >

model mounting out1 - dewpoint output 2 - temp. options

SDT D	 duct 
R	 room 
W	 wall 
O	 outdoor 

0	 no output 
1	 0…10 V  
2	 2…10 V  
3	 0…5 V  
4	 1…5 V 
5	 4…20 mA

0	 no output 
1	 0…10 V  
2	 2…10 V  
3	 0…5 V  
4	 1…5 V 
5	 4…20 mA

M	 modbus 
D	 display 
DD	 display + bl 
R	 relay 
RR	 2x relay 
B	 buzzer

info@senseandcontrol.com

Air Velocity Transmitter < SAV Series > < high quality hot-wire sensing element >

model Range output 1 output 2 options

SAV 2	 20 m/s 
	 (4000 fpm) 
5	 5 m/s 
	 (1000 fpm)

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

M	 modbus 
D	 display 
DD	 display + bl 
R	 relay 
RR	 2x relay 
B	 buzzer

Air Velocity Probe < SAV.P Series > < high quality hot-wire sensing element >

model output 1 range standard option

SAV.P 0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

01	 1 m/s 
05	 5 m/s 
10	 10 m/s 
20	 20 m/s 

M	 modbus 

SAV.5 field selectable ranges 
1-2-3-5 m/s 

SAV.2 field selectable ranges 
5-10-15-20 m/s

SAV.P ranges 
0…200 to 0…4000 fpm



NH3 - Ammonia Transmitter < SNH Series > < high quality ec cell sensing element, estimated life-time more than 2 years >

model mounting output 1 output 2 options

SNH D	 duct 
R	 room 
W	 wall

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

M	 modbus 
DD	 display + bl 
R	 relay 
RR	 2x relay 
B	 buzzer 
E	 extended range

PRODUCT SUMMARY

Differential Pressure Transmitter < SDP Series > < high quality sensing element, ip65 >

model ranges output 1 output 2 options

SDP 1	 ±250 / 1“wc 
2	 1.000 / 4“wc 
3	 ±1.000 / ±4“wc 
4	 2.500 / 10“wc 
6	 6.000 / 24“wc 
7	 ±6.000/±24“wc

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

M	 modbus 
D	 display 
DD	 display + bl 
R	 relay 
RR	 2x relay 
B	 buzzer

Dual Differential Pressure Transmitter < DDP Series > < 2 independent dp sensors, 2 independent outputs, ip54 >

model DP 1 ranges DP 2 ranges output 1 output 2 options

DDP 1	 ±250 
2	 1.000 
3	 ±1.000 
4	 2.500 
6	 6.000 
7	 ±6.000

1	 ±250 
2	 1.000 
3	 ±1.000 
4	 2.500 
6	 6.000 
7	 ±6.000  
0	 no sensor

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

M	 modbus 
D	 display 
DD	 display + bl 
R	 relay 
RR	 2x relay 
B	 buzzer

Modbus Differential Pressure Switch < SDPS Series > < modbus/rs485 talking dp switch with LDR sensor option >

model ranges output options

SDPS 200	 20-200 
500	 50-500 
1000	 200-1000 
2500	 500-2500

M	 modbus L	 light intensity * 

* raw value of light 
intensity with LDR

CO - Carbon Monoxide Transmitter < SCM Series > < high quality ec cell sensing element, estimated life-time more than 6 years >

model mounting output 1 output 2 options

SCM D	 duct 
R	 room 
W	 wall

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

M	 modbus 
DD	 display + bl 
R	 relay 
RR	 2x relay 
B	 buzzer 
E	 extended range

user friendly  
zero-span calibration 

standard ranges 
15-30-60-100 ppm 

  
optional extended ranges 
250-500-750-1.000 ppm 

Sense & Control Technologies TR06530 Ankara, Turkey

NO2 - Nitrogen Dioxide Transmitter < SNO Series > < high quality ec cell sensing element, estimated life-time more than 2 years >

model mounting output 1 output 2 options

SNO D	 duct 
R	 room 
W	 wall

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

0	 no output 
1	 0…10 Vdc  
2	 2…10 Vdc  
3	 0…5 Vdc  
4	 1…5 Vdc 
5	 4…20 mA

M	 modbus 
D	 display 
DD	 display + bl 
R	 relay 
RR	 2x relay 
B	 buzzer

user friendly  
zero-span calibration 

standard ranges 
50-100-200-300 ppm 

  
optional extended ranges 
100-300-500-1.000 ppm 

standard ranges 
5-10-20-30 ppm

1”wc = 250pa


